
GLZ500 IP Outdoor Search LightGLZ500 IP Outdoor Search Light

Product parametersProduct parameters

Optical systemOptical system
Source:  500W LaserSource:  500W Laser
Fixture CT: 9000KFixture CT: 9000K
Light source life expectancy：12,000 hours  Average Light Source Life*Light source life expectancy：12,000 hours  Average Light Source Life*
*Testing conditions in the lab may differ based on various factors.*Testing conditions in the lab may differ based on various factors.
CRI: Ra≥70CRI: Ra≥70

MovementMovement
Pan:  InfinitePan:  Infinite
Tilt: 270°Tilt: 270°

Color systemColor system
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CMY color mixingCMY color mixing
1 color wheel: 25 dichroic filters, including CTO+CTB+ Four-color  filters1 color wheel: 25 dichroic filters, including CTO+CTB+ Four-color  filters

Gobo systemGobo system
1 Rotating gobo wheel: 13 rotating, indexable and replaceable gobos + open1 Rotating gobo wheel: 13 rotating, indexable and replaceable gobos + open
1 Static gobo wheel: 24 static indexable aerial gobos + open1 Static gobo wheel: 24 static indexable aerial gobos + open

EffectsEffects
Auto focusAuto focus
Zoom range: 0.6°-8.5°Zoom range: 0.6°-8.5°
6 rotating prisms: 4 linear+6 linear+4-facet+5-facet+16-facet and 16-facet. Each6 rotating prisms: 4 linear+6 linear+4-facet+5-facet+16-facet and 16-facet. Each
two on different planes can be morphed to achieve various aerial effectstwo on different planes can be morphed to achieve various aerial effects
Frost: light frost, heavy frostFrost: light frost, heavy frost
Dimming: 0-100% linear dimmingDimming: 0-100% linear dimming
Strobe: electronic, variable from 1-25Hz Strobe: electronic, variable from 1-25Hz 

Protection ratingProtection rating
IP65IP65

DisplayDisplay
Backlit LCD Display. Battery operated for fast addressing,15 seconds standbyBacklit LCD Display. Battery operated for fast addressing,15 seconds standby
auto lock Pan/ tilt disengage (hold Left and Right buttons)auto lock Pan/ tilt disengage (hold Left and Right buttons)
Pan/tilt disengage:  (hold Left and Right arrow buttons), support to completePan/tilt disengage:  (hold Left and Right arrow buttons), support to complete
the reset detection in the flight casethe reset detection in the flight case

SoftwareSoftware
2 Control channel modes: 27/38CH2 Control channel modes: 27/38CH

ControlControl
DMX ControlDMX Control
Art-Net ControlArt-Net Control
RDM protocolRDM protocol

Electric parameterElectric parameter
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100-240V,50/60Hz100-240V,50/60Hz
Power: 700WPower: 700W

Dimension and weightDimension and weight
Product dimension: 508x370x790mmProduct dimension: 508x370x790mm
Packing dimension (carton): 655x565x965mmPacking dimension (carton): 655x565x965mm
Net weight: 55kgNet weight: 55kg
Gross weight (carton): 62kgGross weight (carton): 62kg

OthersOthers
Optional Accessories: G ClampOptional Accessories: G Clamp

Colours/ GobosColours/ Gobos

COLOR WHEEL: COLOR WHEEL: 

    

ROTATING GOBO WHEEL: ROTATING GOBO WHEEL: 
    

STATIC GOBO WHEEL: STATIC GOBO WHEEL: 

    

DimensionsDimensions
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PhotometricsPhotometrics

    

Errors and omissions are possible.  All specifications are subject for change without prior notice.Errors and omissions are possible.  All specifications are subject for change without prior notice.
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