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LED PANEL TP030 CW/WWU

Product parameters

TPO3O CWO

Light Source:180W White LED Engine

Color Rendering Index (CRI):> 92

Color Temperature:5600K, CT Calibration Available
Output:6000Im

Dimmer:0-100% Linear Dimming

Beam Angle:35° ~37°

Field Angle:67° ~72°

Control:DMX 512/Manual Operation

IP Rating:1P20

Power Consumption:140W(Auvailable for external battery)
Input Voltage:AC100-240V, 50/60Hz
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Weight:9KGS

Dimension:63.5X51.5X32cm

Optional Accessories:Barn doors, Angle Sheet, Snap Grid
Optional Hanging Type:Pole-control Yoke, Manual Rocker

TPO3O WWIOI

Light Source:180W White LED Engine

Color Rendering Index (CRI):> 98

Color Temperature:3200K, CT Calibration Available
Output:5200Im

Dimmer:0-100% Linear Dimming

Beam Angle:35° ~37°

Field Angle:67° ~72°

Control:DMX 512/Manual Operation

IP Rating:1P20

Power Consumption:140W(Auvailable for external battery)
Input Voltage:AC100-240V, 50/60Hz

Weight:9KGS

Dimension:63.5X51.5X32cm

Optional Accessories:Barn doors, Angle Sheet, Snap Grid
Optional Hanging Type:Pole-control Yoke, Manual Rocker

Colours/ Gobos
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Photometrics
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Errors and omissions are possible. All specifications are subject for change without prior notice.
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